For any operation that encroaches in the area between

gls
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the centerline and a line 600 (24) outside the edge of the 30 m min. w}‘l’
pavement for a period of less than 15 minutes.

(1001

Vehicle with dual flashers or flashing
amber dome light operating.

For any operation that is more than 600 (24) outside the
edge of the pavement for a period of less than 60 minutes.

For any operation that encroaches in the area between 30 m min
the centerline and a line 600 (24) outside the edge of the <

pavement for a period in excess of 15 minutes but less
than 60 minutes.
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4 Vehicle with dual flashers or flashing
amber dome light operating.
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TYPICAL APPLICATIONS

Marking patches

Field survey
String line

Utility operations
Cleaning up debris on pavement

W20-7a(0)-48
W20-1101(0)-48

SYMBOLS
m Work area

|:| Sign on portable or permanent support

® Flagger with traffic control sign

SIGN SPACING

Posted Speed | Sign Spacing
55 164 m (500"
50-45 115 m (350"
<45 60 m (200")

@ = Refer to SIGN SPACING
table for distances.

All dimensions are in milimeters (inches)
unless otherwise shown.

LANE CLOSURE 2L, 2W
SHORT TIME OPERATIONS

DATE REVISIONS

1-1-00 |[Deleted 150 m" sign
spacing dimension. Added
SIGN SPACING table.

1-1-97 [Renum. Standard 2307-10.
Deleted orange flags.

STANDARD 701301-01




